PROJ. REFERENCE NO. SHEET NO.

TRI R-2813C TCP-6

% SEE SHEET TCP-5 FOR SECTION A-A’

£

100mm CONCRETE SIDEWALK
-FOR PAVEMENT MARKING SCHEDULE SEE f') : QB | % * BARRICADE DETAIL

SHEET PM-1

-TEMPORARY RAISED PAVEMENT MARKERS
SHALL BE PLACED ACCORDING TO
RSD 1250.01 AND 1251.01

TYPE II BARRICADE

L\®]
: ¥ S ¥
—|— STA 43+3+/-
—L— STA 42+85+/—
—L— STA. 4/+40+/— 2 NG)
_ TIE TO EXISTING TSs
p
o —L— STA 42+20+/-
-
r
o | . %*
= 750 mm CURB & GUTTER — A
@
> NC 146 LONG SHOALS RD. -L-

00+0t

--|_

e — e e - ——— — — — — — — — — — — — — e m— s e rnin v e, s | e | o

1.0m 2.1m 3.1m 4.1m

BEGIN TEMPORARY PAVEMENT
STA. 41+40 +/- -L-

G-d01 133HS 33S

AT TETC2I2233

PHASE I CONSTRUCTION ,
~ VARIES 8.1m TO 11.4m ™ SECTION B-B

(FILL PROFILE)

STA. 42+20+/- -L- TO STA. 43+20+/- -L-
STA. 45+80+/- -L- TO STA. 47+20+/- -L-

EXISTING NC 146 (WIDTH VARIES) ><VAF%IES (0 - 6.6mL
MAINTAIN EXISTING TRAFFIC PATTERN

PHASE I CONSTRUCTION -
VARIES 8.1m TO 11.4m < VARIES _|

TEMPORARY PAVEMENT *
SEE CONSTRUCTION PLANS

im

PHASE I, STEPS 2 & 3

(CUT PROFILE) * TEMPORARY PAVEMENT
TA. . - R _ _ _ _ _ _ SCALE: NONE Q“ NEy e REVISIONS
STA: 40188t o T g ama: L STA. 41+40+/- -L- TO STA. 46+70+/- -L

DWG. BY: JLE

23-MAR-2004 09:10
H:\NTCP\RZ2BI3C_TCP_PHASE _|.dgn

Tgermiller

CADD
FILE




